
1

3
4

5 6

7

3

2

8



Photo #1
Open the sports shelter up, in a dry easy to work area. Identify and expose the broken “corner brace”. 

Photo #2
Using a drill with a 1/4” sharp drill bit, drill the rivet head off the rivet that is holding the broken brace 
on the frame. Remove the 2 rivets and the broken brace like in photo #2. Be careful not to damage 
the aluminum tube.

Photo #3
The replacement parts include: 1 corner brace, 2 washers, 2 rivets (1 male and 1 female side).

Photo #4
Take the replacement corner brace and place it in the correct orientation to the other corner braces, 
like I have done in photo #4.

Photo #5
Using a 3/16” drill bit, drill the hole in the aluminum tube through both sides, picture #5. BE SURE 
NOT TO “CATCH” ANY FABRIC IN THE DRILL BIT! Do both sides.

Photo #6
Take the female side of the rivet and place it through the under side of the brace and place the 
washer over the rivet, just like picture #6. Insert the female rivet through the bottom hole of the 
aluminum tube. The female rivet does not go all the way through, but you will see it from the top.

Photo #7
Take the male side of the rivet and place it through top hole into the female side of the rivet like photo 
#7. Be sure to squeeze the two rivets sides together with your fingers, to firmly seat the rivets.

Photo #8
Using a rivet gun, photo #8, place it over the rivet end and squeeze it to secure the male and female 
rivet together.

TOOLS REQUIRED
Cordless drill 
1/4” & 3/16” drill bits 
Rivet gun

For further information on how to replace a broken corner brace please visit our website video gallery 
and click on “corner brace replacement” video.
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Replacing a Corner Brace
OTHER RESOURCES
Videos are also available on 
our web site on how to replace 
a corner brace.
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